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SPEED GEAR SHIFT 
FOR TAPE PUNCH & READER 

‘An optional, accessory gear shift mechanism for convenient 
‘manual speed changing from 60 to 75 or 100 WPM Is avail 
able for application with tape qunch or tape reader com- 
ponents of the RT Set. View, at right, shows application 
with tape punch component and reveals speed selector 
lever and associated gears. 


movet ()9, UNIVERSAL CABINET 


This all-steel cabinet is specially adapted to accommodate 
two RT Sets Functional features, internal accessioiity and 
attractive appearance ideally sult it for office, factory or 
‘switching center applications, 

Front & Rear Doors. Two vertically Pinged doars provide 
Internal accessibility through front or roar of cabinet 
Magnetic Door Latches. Permanent magnets facilitate 
‘smooth opening and closing of cabinet doors, 

Hinged Relay Rack swings out through rear of cabinet, 
‘allaws convenient accessibility to both sides of rack 
Vibration Mountings. |ndvidual runborbase mountings for 
each RT Set facilitate smooth, vibrationless operation 
Extension Slides. Mictal slide rails allow RT Sets to be 
pullod out through front of cabinet for “aileround” a0 
ccsibity 

Control Panel features on-off switchos, tape warning 
Nights and other facilities for external control of equipment 
withia the cabinet 
Cable Raceway, vill removable cover plate, is provided 
at bottom rar of cabinet. 

Viewing Windows. Shatter-rosistant windows allow vow 
[ng of intarnat operations. 

Inner-Frame Construction m\niryizes ra 
‘operating sounds outside cabinat shall 


tion of poemat 


Cabinets may be side mounted for switehing cenler satiation 


SPECIFICATIONS Model 28 RT Sot (less cabine! 


Size (with typing tape punch. tape reader, tape handling 
stand) Helght 25 In. Wlath 8% In, Depth 29 in, 

Weights: Net 110 Ibs. Domestic shipping 150 Ibs. Com- 
‘mercial expert shipping 270 Ibs. 

‘Tape Capacities: 3000 ft tape supply reel, 1,000 ft fase 
winder reel; approx. 100 #t. capacity intermediate storage 
bin for perforated tape between punch and reader. 


= 


Roar View of eabinot shows 
8 wd Wing relay rack 


Power: Standard synchranous motor, 65 W., 115 V. regu: 
fated €0 cycle A.C Optional motors available for athar 
power requirements. Selector magnets—30 or 60 ma. at 115 
V.D.C. Two tape reader clutch release magnts—each 160 
‘ma,al €8V.0.C. of 100:ma. at 10V.0.C. 


Optional Gears are available for operation at 404 o.p.m. 
(2 bauds) 


‘Model 28 Cabinet (less RT Sets) 


Size: Helghit 60 In., Width 2 in., Depth 27 in 
Weight: Net 300 lbs. Domestic shipping «80 tbs. Com 
mercial export shipping 475 lbs. 


Finishes: Cabinets available in attractive colors to blend 
\witn moder or traditional office decor. 


A WIDE RANGE 


COMMUNICATIONS 


Automatic Message Handling & Routing. For hjoh 
speed cross-office relaying of messages through auto- 
matic switching centers, the RT Set will provide the 
facililes for receiving incorning signals and retaying, 
ther cross-office to another RT Set for retransmission 
over a selected line. 

Speed Converter. The AT Set will serve as an auton 
matic fink between sending and recelving equipment 
‘operating at different speeds, e.g.. a sending station 
transmitting at 60 WPM can be linked to a receiving 
station operating at 100 WPM, 

Intermediate Message Storage. Permits an incoming 
‘message ta be received and stored temporarily when the 
outgoing line js busy. The RT Set will receive the mes 
sage on tape, store the tape and automaticaly transmit 
the Information coded jn it to'the outgoing line 


DATA PROCES 


NG 


Business Machine-Communications Linkage. The 
RT Set will accept S-level paralel-wire signals from com. 
puters, calculators, punched card equipment o¢ similar 
type business machines; transate the signals into se: 
{quontiat form and transmit them over standard com: 
‘municittion lines to similar equipment in other Yocations 
Automatic Accumulation of Data from DP «9vip: 
‘ment for transmission averatandard cammunication lines 
‘ay to accomplished by linking one RT Set to each out. 
put unit inthe IOP systern, These in turn ean be directed 
to relay the data toa central RT Set wich wall tanseit 
fon a continuous basis, thus allowing maximum use of 
‘ine time, 


AUTOMATION 


Control of Automated Factory Equipment. The RT 
Set will provide an automatic linkage between incoming, 
ccontral data and signal-operated factory equipment 
Reader portion may be activated to read-out continuously 
orcharacter:by-characteras the associated factory equip: 
iment calls fori 

Field Operational Control. The RT Set mabes possible 
Ulrect reception of Sevel parallet-wire transmission 
from field telemetering stations for unattended suto- 
matic relay aver standard communication lines to a 
central or remote evaluation and contral station. 
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‘Teletype Mode! 28 ‘Teletype Model 25 
Automatic Receive-Only, 
‘Send-Receive Set Page Printer 
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TELETYPE MODEL OB 
EQUIPMENT 


Teletype Model 26 equipment is 2 dynamic new line of communica: 
tions equipment, olfering a new "high" in speed, dependability and 
flexibility of operation, These new units will cruise at 100 words per 
‘minute, are attractively styled, quiet in operation and need only a 
‘minimym of maintenance. Under average operating conditions, Model 
28 units need lubrication only once oF twice a year. Gears are available 
{or slower speed operation at 60 or 75 WPM where desired. 


Components for Systems Manufacturers, too. Tspe punching 
And tape reading components used in the self-contained units shown 
hore are available to systems manutacturors for integration with thovr 
nt. 


quinn 


For Business, Industry & Military. |» business, industry and the 
military, Model 28 units ara the center of more efficient communica 
tions plans. Thus, whether your needs involve printing copy, punching, 
tape oF reading tape, there is a Model 26 unit to serve you. Teletype 
Corporation's applications engineers will be pleased to discuss these 
reeds at your convenience. This service is oHered without obligation, 
‘of course, Plogse contact the address listed below that is most con- 
venient to you 
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